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The classic thin-profile  
linear-slide dimmer.

PRODUCT FAMILY FEATURES

• Classic linear-slide dimmer with thin profile design
• Excellent for residential or commercial applications
• Intuitive operation–easy to use
• Slide-to-off and preset models available
• Enclosed heat sink for aesthetically pleasing appearance
• Multigang alignment for quick and easy installation
• Full family of products for most lighting sources, plus matching

accessories and wallplates
• Now available for 277V Magnetic Low Voltage in 600VA and 

1000VA ratings
• Metal, custom multi-gang and engraved wallplates available

DIMENSIONS

Small Control    Large Control            Profile

SPECIFICATION SUBMITTAL

CONTROLS AND ACCESSORIES

Slide-to-Off Dimmers Preset Dimmers

JOB NAME AREA CONTROLLED

LOCATION JOB NUMBER

TITLE PAGE NO.

SPECIFICATION SERIES 
STANDARD FEATURES

• Square Law Dimming • Voltage compensation
• Power-failure memory • Superior RFI suppression
• Captive linear slider • Accessible air-gap switch
• Electrostatic discharge tested • Precise color matching
• Heavy-duty components for surge protection and long product life
Lutron controls are rated at 120VAC, 60Hz unless otherwise noted.

Controls         www.dimmers.net

Select 
light level 
with slider;
slide down
to off

Select 
light level
with slider; 
press on/off

Slide-to-off 
Dimmer

Preset 
Dimmer
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4.56"
(116mm)
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(116mm)

4.56"
(116mm)

1.31" *
(33mm)
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.30"
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*some models 
up to 1.71"
(43.4mm)

(Small Control) (Large Control) (Small Control)        (Large Control)

15A           20A
Isolated Ground
Receptacles

Cable TV
Jack

Single           Double         Triple 
Telephone Jack

15A           20A 
Receptacles

15A           20A
GFCI Receptacles

(Small Control) (Large Control)

Two Location Dimming System Switch

Telephone /
Cable TV Jack

2-gang, 3-gang and 4-gang for dimmers/switches

2-gang for a dimmer or switch and a receptacle or jack

Slide-to-Off Fan-Speed Controls

Omnislide Dimmers Linear-Slide Switches

Receptacles

Telephone/Cable TV Jacks

Standard Multigang Wallplates

Ports 
6-Port 
Frame
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Maximum
Description Capacity 1 Model #

DIMMERS 
Incandescent

Slide-to-Off Dimmers

SMALL CONTROL

Single pole 600W NT-600-
Single pole 1000W NT-1000-

LARGE CONTROL

Single pole 1500W NT-1500-
Single pole 1950W NT-2000-
Note: The NT-2000- does not have side sections that are
removable and must be ganged with no fins removed.

Preset Dimmers

SMALL CONTROL

Single pole/3-way 600W NT-603P-
Single pole/3-way 1000W NT-1003P-

LARGE CONTROL

Single pole/3-way 1500W NT-1503P-
Note: For 3-way and 4-way switching use NT-3PS- 
and NT-4PS- or other mechanical switches.

OmnislideTM Two-location Dimmers

For two-location dimming, use one Base Unit 
(NTB-600-, NTB-1000-) with one Auxiliary Unit (NTA-2-)
Base Unit 600W NTB-600-
Base Unit 1000W NTB-1000-

Auxiliary Unit (Use with Base Unit) 2 NTA-2-

Electronic Low Voltage

Slide-to-Off Dimmers 4

SMALL CONTROL

Single pole 300W 3 NTELV-300-
Single pole 600W 3 NTELV-600-
Note: Requires neutral wire connection. For electronic 
low voltage loads up to 1000W, use Nova TA fluorescent 
dimmers (NTF-10- or NTF-103P-) with an ELVI-1000 interface.

1 For capacities in multigang installations see derating.

2 No derating required if ganged.

3 Actual lamp wattage.

4 Requires neutral wire connection.

5 To determine the number of ballasts that can be controlled by Nova Ta
fluorescent dimmer, divide the control capacity by the ballast current. For a
complete list of Lutron ballasts and ballast currents, see the Fluorescent
Dimming System Selection Guide (366-002).

Maximum
Description Capacity 1 Model #

DIMMERS 
Magnetic Low Voltage

Slide-to-Off Dimmers

SMALL CONTROL

Single pole, 120V 600VA (450W 3) NTLV-600-
Single pole, 277V 4 600VA (450W 3) NTLV-600-277-
Single pole, 120V 1000VA (800W 3) NTLV-1000-
Single pole, 277V 4 1000VA (800W 3) NTLV-1000-277-

LARGE CONTROL

Single pole 1500VA (1200W 3) NTLV-1500-

Preset Dimmers

SMALL CONTROL

Single pole/3-way 600VA (450W 3) NTLV-603P-
Single pole/3-way 1000VA (800W 3) NTLV-1003P-

LARGE CONTROL

Single pole/3-way 1500VA (1200W 3) NTLV-1503P-
For 3-way and 4-way switching use NT-3PS- and NT-4PS- 
or other mechanical switches.

Fluorescent Dimming with Hi-lume® and
Eco-10TM (ECO-Series) Electronic Ballasts

Slide-to-Off Dimmers 2, 5

SMALL CONTROL

Single pole, 120V 16A NTF-10-
Single pole, 277V 8A NTF-10-277-
Note: Use with Lutron Hi-lume or Eco-10 (ECO-Series) line 
voltage control Electronic Dimming Ballasts only.

Preset Dimmers 2, 5

SMALL CONTROL

Single pole/3-way, 120V 8A NTF-103P-
Single pole/3-way, 277V 6A NTF-103P-277-
Note: Use with Lutron Hi-lume or Eco-10 (ECO-Series) line 
voltage control Electronic Dimming Ballasts only. For 3-way
and 4-way switching use NT-3PS- and NT-4PS- or other
mechanical switches.

Fluorescent Dimming with Eco-10 
(TVE-Series) 0-10VDC Electronic Ballasts

Slide-to-Off Dimmers 2

SMALL CONTROL

Single pole, 0-10VDC 60 ballasts/16A      NTFTV-
Use with PP-20.
Note: Use with Lutron Eco-10 (TVE-Series) 0-10VDC Electronic
Dimming Ballasts only. Requires use of an external relay to
switch ballast power on/off, Lutron model number PP-20.

Fluorescent Dimming with Tu-WireTM

Electronic Ballasts

Slide-to-Off Dimmers

SMALL CONTROL

Single pole, 120V 5A NTFTU-5A-
Note: Use with Lutron Tu-Wire line voltage control Electronic
Dimming Ballasts only.

Controls

PP-20
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Maximum
Description Capacity 1 Model #

ACCESSORIES
Receptacles

Receptacle 2

15A, 125V NTR-15-
20A, 125V NTR-20-

GFCI Receptacle 2

15A, 125V NTR-15-GFCI-
20A, 125V NTR-20-GFCI-

Note: The insert is permanently attached.

Isolated Ground Receptacle 2

15A, 125V NTR-15-IG-OR-
20A, 125V NTR-20-IG-OR-

Note: Receptacle is orange; wallplate is color selected.
Receptacles can be special ordered to match wallplate color;
consult Customer Service.

Telephone and Cable Television Jacks

Cable TV Jack 2, 5

SINGLE

F-STYLE NT-CJ-
75-Ohm, coaxial cable jack

Telephone Jack 5

SINGLE

6-conductor, RJ11 NT-PJ-
Note: Also accepts most 4-conductor plugs.

DOUBLE

8-conductor, RJ45, Category 5 NT-PJ8X2-
Note: Also accepts most 4- or 6-conductor plugs.

TRIPLE

8-conductor, RJ45, Category 5 NT-PJ8X3-
Note: Also accepts most 4- or 6-conductor plugs.

Telephone/Cable Jack  2, 5

8-conductor, RJ45,
Category 5 phone jack-F-style,
75-Ohm, coaxial cable jack NT-PJ8CJ-
Note: Phone jack also accepts most 4- or 6- conductor plugs.

Wallplate and insert match specified color. Device (e.g., Jack)
and device trim are white for ivory, white and beige products;
black for gray, brown, black, metal, special metal and anodized
aluminum products.

Maximum
Description Capacity 1 Model #

HI-POWER 2•4•6TM DIMMING MODULES

To increase load capacity up to 30,000W/VA in most popular 
sources, use one NT-600- or NT-603P- and add up to five    
dimming modules. Cannot be used with 0-10VDC ballast.

LINEAR-SLIDE SWITCHES
General Purpose Switching 
of All Sources and Motor Loads

Linear-Slide Switches 2

SMALL CONTROL

Single pole, 120/277V 20A NT-1PS-
3-way, 120/277V 20A NT-3PS-
4-way, 120/277V 20A NT-4PS-

Switching for Motorized Shades
Double pole, double throw switches for raise/lower/
center off applications
Linear-Slide Switches 2

SMALL CONTROL

Momentary 2HP NT-DPDT-CO-MO-
120/240VAC
Maintain 1/2HP@120VAC; NT-DPDT-CO-MA-
120/240VAC 2HP@240VAC
Note: To control more than one motor, consult Lutron Technical
Support.

FAN-SPEED CONTROLS
Quiet Controls

For use with one ceiling paddle fan.
Slide-to-Off Fan-Speed Control 2

SMALL CONTROL

Single pole, 3-speed 1.5A NTFSQ-

Fully Variable Controls

For use with one or more ceiling, ventilation, or exhaust fan.
Do not mix fan types on one control.
Slide-to-Off Fan-Speed Control

SMALL CONTROL

Single pole/Adjustable Minimum Speed
6A NTFS-6E-

LARGE CONTROL

Single pole/Adjustable Minimum Speed
12A NTFS-12E-

1 For capacities in multigang installations see derating information.

2 No derating required if ganged.

3 Actual lamp wattage.

4 Requires neutral.

5 A physical barrier (partition) must exist when ganging with line-voltage products.

Controls
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Description Rating Model #

ACCESSORIES
Field Customizable Multi-Port Frame

6-Port Frame Shipped with 6 blanks NT-6PF-
Shown with blanks

Product above: For use with Lutron connectors shown below. Also compatible with Hubble
XceleratorTM and snap-fit connectors.

Connectors 
For use with 6-port frame (NT-6PF-). Each connector fills one port.

Phone Jack 6-conductor, RJ11, Category 3 CON-1P-C3-WH

Phone Jack 8-conductor, RJ45, Category 5e CON-1P-C5E-WH

Phone Jack 8-conductor, RJ45, Category 6 CON-1P-C6-WH

Fiber Jack MT-RJ Feed-Through CON-1F-MTRJ-WH

Fiber Jack SC Simplex CON-1F-SC-WH

Fiber Jack LC Non-Flush Mount CON-1F-LC-WH

Fiber Jack ST Style CON-1F-ST-WH

Cable Jack F-Style, 75-Ohm Coaxial cable CON-1C-WH

BNC Jack BNC connector CON-1B-WH

Connectors available in white (WH) only. For information about additional colors contact Lutron
Customer Service.
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DERATING/MAXIMUM CAPACITY

No side One side Two side
sections section sections
removed removed removed
(Full Capacity) (End Units) (Middle Unit)

Incandescent Dimmers

600W 500W 300W
1000W 900W 700W
1500W 1250W 1000W
1950W 1 ____ ____

Electronic Low Voltage

300W 2 300W 2 250W 2

600W 2 500W 2 400W 2

Magnetic Low Voltage

600VA 500VA 300VA
(450W 2) (400W 2) (250W 2)

1000VA 900VA 700VA
(800W 2) (750W 2) (500W 2)

1500VA 1250VA 1000VA
(1200W 2) (1000W 2) (800W 2)

Fluorescent Hi-lume/Eco-10 

6A No Derating Required
8A No Derating Required
16A No Derating Required

Fluorescent Tu-Wire 

5A 4A 3.3A

Fluorescent Dimming with Eco-10 
(TVE-Series) 0-10VDC Electronic Ballasts

60 ballasts / 16A        No Derating Required

Quiet Fan-Speed Controls

1.5A No Derating Required

Fully Variable Fan-Speed Controls

6A 4.2A 2.5A
12A 10A 8.3A

1 Control must be ganged without removing side sections.
The NT-2000- does not have side sections that are removable.

2 Actual lamp wattage.

Description Model #

STANDARD MULTIGANG WALLPLATES

Single-gang wallplate is provided with Nova TA product.

2-Gang

FOR TWO DIMMERS OR SWITCHES

4.56”W (116mm) x 4.56”H (116mm) VWP-2-

FOR TWO RECEPTACLES OR JACKS

4.56”W (116mm) x 4.56”H (116mm) VWP-2R-

FOR ONE DIMMER OR SWITCH AND ONE RECEPTACLE OR JACK

4.56”W (116mm) x 4.56”H (116mm) VWP-2CR-

FOR ONE RECEPTACLE OR JACK AND ONE DIMMER OR SWITCH

4.56”W (116mm) x 4.56”H (116mm) VWP-2RC-

3-Gang

FOR THREE DIMMERS OR SWITCHES

6.32”W (161mm) x 4.56”H (116mm) VWP-3-

4-Gang

FOR FOUR DIMMERS OR SWITCHES

8.45”W (215mm) x 4.56”H (116mm) VWP-4-

STANDARD COLORS/FINISHES

Matte Finishes (Ships in 3-5 days)
Add color/finish suffix to model number to order. Example: NT-600-WH
WH White BE Beige IV Ivory GR Gray
BR Brown BL Black TP Taupe

SPECIAL ORDER
MULTIGANG AND METAL WALLPLATES

When ordering product for use with metal wallplates, the product and wallplate
must be ordered separately. See the Nova Ta/Nova Wallplate Ordering Guide in
the Lutron Residential Lighting Controls Catalog (360-975) for ordering procedure.
See below for complete list of metal finishes.

Metal Finishes (Ships in 4-6 weeks)
SB Satin Brass BB Bright Brass BC Bright Chrome

Special Metal Finishes 
QB Antique Brass QZ Antique Bronze SC Satin Chrome
SN Satin Nickel BN Bright Nickel

Anodized Aluminum Finishes 
CLA Clear BLA Black BRA Brass 

CUSTOM COLOR MATCHING

Custom color matching is available for all Nova Ta products. A swatch or sample
is all that is required. Call customer service to arrange for a color-matched control.

ENGRAVED CONTROLS AND WALLPLATES

Engraving is available for all Nova Ta products. Engraving schedules are 
available in the Lutron Residential Lighting Controls Catalog (360-975) or through
Customer Service 888-588-7661.
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Wiring Diagram 4
Single-Pole Wiring, Fan Only Model # 

NTFS-6E-
NTFS-12E-

Wiring Diagram 5
Single-Pole using Fan/Light Model # 

NTFS-6E-
NTFS-12E-

WIRING DIAGRAMS

Wiring Diagram 1
Single-Pole Wiring Model # 

NT-1PS-
NT-600-
NT-1000-
NT-1500-
NT-2000-
NTFSQ-
NTFTU-5A-
NTLV-600-
NTLV-1000-
NTLV-1500-

Wiring Diagram 2
Single-Pole Wiring of 3-Way Control Model # 

NT-3PS-
NT-603P-
NT-10O3P-
NT-1503P-
NTLV-603P-
NTLV-1003P-
NTLV-1503P-

Wiring Diagram 3
Single-Pole Wiring Model # 

NTELV-300-
NTELV-600-
NTLV-600-277-
NTLV-1000-277-

Neutral

Black *

Dimmer/
Switch/Fan-Speed 
Control

Black or Red *Hot

120VAC
60Hz

Lighting 
Load or FanGreen **

**or Brass screw terminal
**or Green screw terminal

Ground

Wire Connectors

Hot

Fan-Speed
Control

Black Red 

Yellow (Cap off) *
FanGreen

Neutral

120VAC
60Hz

* Switched full voltage only

Ground

Wire Connectors

Hot

Fan-Speed
Control

Black

Yellow to Light

Red to Fan

Fan

Incandescent
Load*

* Switched full voltage only

Green

Neutral

120VAC
60Hz

Ground

Wire Connectors

Green ***

Neutral

Black *

Red **†

Red **Hot

120VAC
60Hz

Lighting 
Load or Fan

Ground

Wire Connectors

***or Copper/Black screw terminal
***or Brass screw terminal
***or Green screw terminal
 † or Red/White stripe (cap off)

Dimmer/
Switch/Fan-Speed 
Control

Red or Yellow

Green White

Neutral

Black

Dimmer/
Switch

Hot

120VAC
or
277VAC
60Hz

Lighting 
Load

Ground

Wire Connectors
















